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Nominal Voltage 12V y . o 82 F o
Rated Capacity 77°F(25'C) (10HR) 65.0Ah Discharge Characte;’;shc{s ]7'? (257C)
Length 355 (13.98) 2 6.50 13.0
Dimensions Width 167 (6.57) %a.oo TN 12.0
- . = e — - .
(mm/inch) Height 179 (7.05) S 550 W N NN 1.0
Total Height 183 (7.20) £ S \ 02c p1c 005G il
Approx. Weight _(kg/Ibs) 20.6 (45.41) B =l L3 10 '
: O 4.50 e e | 9.0
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* Full Charged Battery| Approx. 0.15F Lo
Internal Resistance 77 (25°C) 6mQ aof o
Entarsta 104"F(40°C) 102% ol T S Bobdl
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epen e(r:n{:;;;;:apac:t} 37F(°C) 85% Charge Time (h)
5'F(-15°C) 65% Float service life VS temperature
Self-Discharge 3 months 90% S al Charging voltage: 2. 25-2. 30V cell
68"F(20°C) 6 months 80% s 2 i
(Capacity after) 12 months 60% > il
Max. Discharge Current, 77°F(25°C) 520A(5s) 2 8 iy
Floating design life, 77°F(25°C) 10 years Ei ILH]I]DI[H
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Constant Current Discharge Characteristics  (A), 77°F(25°C)
EV/TIME Smin 10min 15min 30min 60min 21 3H SH 8H 10H 20H
1.60V/cell 221.0 143.0 113.8 65.0 37.7 23.42 17.26 11.67 7.80 6.78 3.54
1.70V/cell 2100 1359 108.6 62.1 36.4 2257 16.87 11.45 772 6.71 3.51
1.75V/cell 200.2 1274 106.7 60.8 358 22.10 16.54 11.25 7.56 6.60 3.48
1.80V/cell 1879 117.7 104.8 59.7 35.2 21,72 16.25 11.05 7.48 6.50 3.45
Constant Wattage Discharge Characteristics (Watt), 77°F(25°C)
EV/TIME Smin 10min 15min 30min 60min 20 30 SH 8H 10H 201
1.60V/eell 3923 259.8 208.5 119.7 69.8 43.72 32.51 22.17 14.95 13.22 6.92
1.70V/cell 376.2 2491 2009 115.5 67.9 42 .42 32.05 21.95 14.93 13.20 6.91
1.75V/eell 362.1 235.7 199.1 114.1 67.3 41.99 31.69 21.74 14.76 13.08 6.90
1.80V/cell 3428 219.6 197.3 1129 66.8 41.63 31.41 21.55 14.70 13.00 6.89
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