
   

 

  
DL3UP1 empty IP.9000.700.03 

 

Powerbox empty,  19" 3U 
Front panel strait with a 367.5 x 46 mm window 
Cable channel 40x60mm in the 
Cover plates from above and below 
Dimensions ( W x H x D ): 437x132.5x130 mm (19"/3U) 

DL1U_4z2i IP.9000.733.19 

 

Powerbox 230V~50Hz,  19" 1U 
Input 2x230V~50Hz - 4mm2 terminals 
Output - 4x 230V~50Hz socket, 2x breaker B6A 
Configuration: 2x socket / 1 breaker 
Dimensions ( W x H x D ): 436 x 45 x 90 mm (19"/1U) 

DL1U_4z4i TYP21 IP.9000.733.02 
 

Powerbox 230V~50Hz,  19" 1U 
Input 2x230V~50Hz - 4mm2 terminals 
Output - 4x 230V~50Hz socket, 4x breaker B6A 
Configuration: 1x socket / 1 breaker 
Dimensions ( W x H x D ): 436 x 45 x 90 mm (19"/1U) 

DL1U_4z4i TYP25 IP.9000.733.41 
 

Powerbox 230V~50Hz,  19" 1U 
Input 2x230V~50Hz - 4mm2 terminals 
Output - 4x 230V~50Hz socket, 4x breaker B16A 
Configuration: 1x socket / 1 breaker 
Dimensions ( W x H x D ): 436 x 45 x 90 mm (19"/1U) 

DL1U_6z2i TYP27 IP.9000.733.42 
 

Powerbox 230V~50Hz,  19" 1U 
Input 2x230V~50Hz - 4mm2 terminals 
Output - 6x 230V~50Hz socket, 2x breaker B16A 
Configuration: 3x socket / 1 breaker 
Dimensions ( W x H x D ): 436 x 45 x 90 mm (19"/1U) 

 

POWERBOX AC (19“ 1(3)U) ACCESSORY 
 

IMCO POWER, s.r.o., Polianky 18/A, 841 01 Bratislava, Slovenská republika, tel: +421-2-6446 3311, fax: +421-2-6920 1451, e-mail: imcopower@imcopower.sk, www.imcopower.sk Strana 45 

 

DL3U.J 16A DG IP.9131.755.81 

 

Powerbox AC/DC for backup power supplies with switch mains /  
generator up to 16A 
- 5m power cord for generator connection 
- 230V~50Hz socket for power supply connection with consumption meter 
- DC battery breaker 16A 2P and 2x DC output breaker 16A 2P with OF contact 
- internal unit for PS1500 back up power supply management 
Dimensions ( W x H x D ): 436 x 132.5 x 130mm (19"/3U) 

DL3U.J 16A DG IP.9131.755.87 

Powerbox AC/DC for backup power supplies with switch mains /  
generator up to 16A 
- 5m power cord for generator connection 
- 230V~50Hz socket for power supply connection with consumption meter 
- DC battery breaker 25A 2P and 2x DC output breaker 25A 2P with OF contact 
- internal unit for PS1500 back up power supply management 
Dimensions ( W x H x D ): 436 x 132.5 x 130mm (19"/3U) 

    

DL3U PS1500.J 16A IP.9131.755.26 

 

Powerbox AC/DC for backup power supplies  
- 230V~50Hz socket for power supply connection, breaker B10A 
- DC battery breaker 16A 2P and DC output breaker 16A 2P with OF contact 
- internal unit for PS1500 back up power supply management 
Dimensions ( W x H x D ): 436 x 132.5 x 130mm (19"/3U) 

DL3U PS1500.D 32A IP.9241.755.15 

 

Powerbox AC/DC for backup power supplies  
- 2x 230V~50Hz socket for power supply connection, breaker 2x B10A 
- DC battery breaker 32A 2P and DC output breaker 32A 2P with OF contact 
- internal unit for PS1500 back up power supply management 
Dimensions ( W x H x D ): 436 x 132.5 x 130mm (19"/3U) 

 

POWERBOX AC (19“ 3U) SPECIAL ACCESSORY 
 DL3UP1 IP.9000.700.03 

 

Powerbox empty,  19" 3U 
Front panel strait with a 367.5 x 46 mm window 
Cable channel 40x60mm in the 
Cover plates from above and below 
Dimensions ( W x H x D ): 436 x 132.5 x 130 mm (19"/3U) 

CABLE ENTRY PANEL 19" 1U 
SET 

IP.9000.700.60 

 

19 " 1U cable entry panel, assembly including connecting material 
Dimensions ( W x H x D ): 436 x 45 x 152 mm (19"/1U) 

KIT RACK POSITIONING FOR 
UPS & BATTERY BOX 

IPPD-XX6-18Z 

 

Kit for rack cabinet positioning, adjustable for 600 and 800 mm rack depth, 
maximum supported weight is 80kg, complete with fixing screws 

 

GENERAL ACCESSORY 
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